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(ii) Permanently bonds, either chemi-
cally or mechanically, or both, with 
the bell and spigot metal surfaces or 
adjacent pipe metal surfaces; and 

(iii) Seals and bonds in a manner that 
meets the strength, environmental, 
and chemical compatibility require-
ments of §§ 192.53 (a) and (b) and 192.143. 

(b) Each cast iron caulked bell and 
spigot joint that is subject to pressures 
of less than 25 p.s.i. (172 kPa) gage and 
is exposed for any reason, must be 
sealed by a means other than caulking. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–25, 41 FR 23680, June 11, 1976; 
Amdt. 192–85, 63 FR 37504, July 13, 1998]

§ 192.755 Protecting cast-iron pipe-
lines. 

When an operator has knowledge 
that the support for a segment of a 
buried cast-iron pipeline is disturbed: 

(a) That segment of the pipeline must 
be protected, as necessary, against 
damage during the disturbance by: 

(1) Vibrations from heavy construc-
tion equipment, trains, trucks, buses, 
or blasting; 

(2) Impact forces by vehicles; 
(3) Earth movement; 
(4) Apparent future excavations near 

the pipeline; or 
(5) Other foreseeable outside forces 

which may subject that segment of the 
pipeline to bending stress. 

(b) As soon as feasible, appropriate 
steps must be taken to provide perma-
nent protection for the disturbed seg-
ment from damage that might result 
from external loads, including compli-
ance with applicable requirements of 
§§ 192.317(a), 192.319, and 192.361(b)–(d). 

[Amdt. 192–23, 41 FR 13589, Mar. 31, 1976]

HIGH CONSEQUENCE AREAS

§ 192.761 Definitions. 
The following definitions apply to 

this section and § 192.763: 
A high consequence area means any of 

the following areas: 
(a) An area defined as a Class 3 loca-

tion under § 192.5; 
(b) An area defined as a Class 4 loca-

tion under § 192.5; 
(c) For a pipeline not more than 12 

inches in nominal diameter and oper-
ating at a maximum allowable oper-
ating pressure of not more than 1200 

p.s.i.g., an area which extends 300 feet 
from the centerline of the pipeline to 
the identified site; 

(d) For a pipeline greater than 30 
inches in nominal diameter and oper-
ating at a maximum allowable oper-
ating pressure greater than 1000 p.s.i.g., 
an area which extends 1000 feet from 
the centerline of the pipeline to the 
identified site; and 

(e) For a pipeline not described in 
paragraph (c) or (d) of this section, an 
area which extends 660 feet from the 
centerline of the pipeline to the identi-
fied site. 

(f) An identified site. An identified 
site is a building or outside area that— 

(1) Is visibly marked; 
(2) Is licensed or registered by a Fed-

eral, State, or local agency; 
(3) Is known by public officials; or 
(4) Is on a list or map maintained by 

or available from a Federal, State, or 
local agency or a publicly or commer-
cially available database; and 

(5) Is occupied by persons who are 
confined, are of impaired mobility, or 
would be difficult to evacuate. Exam-
ples include, but are not limited to hos-
pitals, prisons, schools, day-care facili-
ties, retirement facilities, and assisted-
living facilities; or 

(6) There is evidence of use of the site 
by at least 20 or more persons on at 
least 50 days in any 12-month period. 
(The days need not be consecutive.) Ex-
amples include, but are not limited to, 
beaches, playgrounds, recreational fa-
cilities, camping grounds, outdoor the-
aters, stadiums, religious facilities, 
and recreational areas near bodies of 
water. 

[67 FR 50834, Aug. 6, 2002]

Subpart N—Qualification of 
Pipeline Personnel

SOURCE: Amdt. 192–86, 64 FR 46865, Aug. 27, 
1999, unless otherwise noted.

192.801 Scope. 
(a) This subpart prescribes the min-

imum requirements for operator quali-
fication of individuals performing cov-
ered tasks on a pipeline facility. 

(b) For the purpose of this subpart, a 
covered task is an activity, identified 
by the operator, that: 
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